
Roof
1045' - 4"

3'
 -

 6
"

3'
 -

 6
"

PAINTED STEEL
CHANNEL - SEE
STRUCT. DWGS.

STEEL ANGLE

PAINTED
STRUCTURAL STEEL
- SEE STRUCTURAL
DWGS.

METAL PANEL
(ALUMINUM)

5/8" EXTERIOR
SHEATHING

3-5/8" METAL
STUD

ALUMINUM
PARAPET CAP

ROOFING
MEMBRANE

1-1/2" METAL
ROOF DECK

1/4" GLAZING

CONTINUOUS
CANT STRIP

PAINTED STRUCTURAL
STEEL - SEE
STRUCTURAL DWGS.

6.1

PROTECTION
BOARD

RIGID TAPERED
INSULATION

ALUMINUM CURTAIN
WALL

5/8" EXTERIOR
SHEATHING

P.T. WOOD
BLOCKING

PAINTED STEEL
ANGLE - SEE
STRUCT. DWGS.

0"
3 

1/
2"

11
 1

/2
"

SUSPENDED
CEILING - SEE AS402

WOOD SHIM

BACKER ROD &
SEALANT

SLOPE 1/4"/FOOT

TO DRAIN

Level 1
1014' - 4"

4" POURED
CONCRETE SLAB
OVER 2-1/2" METAL
DECK

STEEL ANGLE -
PROVIDE WEEP HOLES FOR
EXPANSION JOINT ABOVE

STEEL PLATE

PRECAST
CONCRETE WALL

PRECAST
CONCRETE PRE-
TOPPED DOUBLE
TEE

EXPANSION JOINT & COVER

Level 2
1024' - 8"

1-1/2" O.D. GALVANIZED PIPE HANDRAIL

1-1/2" O.D. GALVANIZED
SEAMLESS STEEL GUARD
RAIL AND POSTS

METAL PAN STAIR, PAINTED

POUR STOP COORD.
W/ STAIR MANUF.

REINFORCED
CONCRETE FILL ON
LANDINGS

PAINTED
STRUCTURAL STEEL
- SEE STRUCTURAL
DWGS.

GALVANIZED METAL MESH.  4"
OPENING MAX.

T
. O

. H
A

N
D

R
A

IL

2'
 -

 1
0"

3'
 -

 6
"

Roof
1045' - 4"

CONTINUOUS CANT STRIP

COUNTERFLASHING

TERMINATION BAR

ROOFING MEMBRANE

ROOFING MEMBRANE

PROTECTION BOARD

RIGID TAPERED
INSULATION - SLOPE TO
DRAIN

1-1/2" METAL ROOF DECK

STEEL PLATE

STEEL ANGLE

T.O. Elevator Roof Deck
1050' - 9 1/2"

1'
 -

 1
 3

/4
"

TERMINATION BAR

ROOFING MEMBRANE

CONTINUOUS CANT STRIP

PROTECTION BOARD

RIGID TAPERED
INSULATION - SLOPE
TO DRAIN

1-1/2" METAL ROOF
DECK

STEEL ANGLE

PRECAST CONCRETE
WALL

STEEL PLATE

ELEVATOR SHAFT

SLOPE 1/4"/FOOT

TO DRAIN

SLOPE 1/4"/FOOT
TO DRAIN

Roof
1045' - 4"

PAINTED STEEL
CHANNEL STEEL ANGLE

PAINTED
STRUCTURAL STEEL
- SEE STRUCTURAL
DWGS.

METAL PANEL
(ALUMINUM)

5/8" EXTERIOR
SHEATHING

3-5/8" METAL
STUD

ALUMINUM
PARAPET CAP

ROOFING
MEMBRANE

1-1/2" METAL
ROOF DECK

CONTINUOUS
CANT STRIP

PROTECTION
BOARD

RIGID TAPERED
INSULATION

5/8" EXTERIOR
SHEATHING

P.T. WOOD
BLOCKING

1'
 -

 0
"

1/
2"

1'
 -

 0
"

1/
2"

11
 1

/4
"

3 
3/

4"

3'
 -

 3
 7

/8
"

A.3

DRIP EDGE. COORD.
W/ MANUFACTURER

PAINTED STEEL
ANGLE - SEE
STRUCT. DWGS.

SLOPE 1/4"/FOOT

TO DRAIN

Roof
1045' - 4"

TERMINATION BAR

ROOFING MEMBRANE

CONTINUOUS CANT STRIP

PROTECTION BOARD

RIGID TAPERED
INSULATION - SLOPE
1/4" PER FOOT TO
DRAIN

1-1/2" METAL ROOF
DECK

STEEL ANGLE
FASTENED TO
PRECAST CONCRETE
WALL

PRECAST CONCRETE
WALL

STEEL PLATE

SLOPE 1/4"/FOOT

TO DRAIN

D

Level 2
1024' - 8"

6"

1' - 4"

3' - 0"

3'
 -

 6
"

PRECAST PANEL
(SEE ELEVATIONS)

ALLOW 1/2" GAP
BETWEEN
PRECAST PANELS

1/2" REVEAL, TYP.

PRECAST
SPANDREL PANEL

POUR STRIP W/
WOVEN WIRE FABRIC

DOUBLE TEE

PRECAST COLUMN
BEYOND

SLOPE

TOOLED 'V' GROOVE
WITH SEALANT

6

11
 1

/2
"

1/
2"

1'
 -

 0
"

ALUMINUM COPING

P.T. WOOD BLOCKING

EXTERIOR SHEATHING

ALUM. METAL PANEL
(COLOR TO BE
SELECTED BY
ARCHITECT)

METAL STUDALUMINUM METAL
PANEL SOFFIT

STEEL STRUCTURE

EPDM ROOFING
SYSTEM, SLOPE 1/4"
PER FOOT TO DRAIN

CONTINUOUS CANT
STRIP

TERMINATION BAR

PRECAST SPANDREL

ALUM. DOOR - SEE
SCHEDULE

7'
-2

" 
A

.F
.F

.

4"

1' - 0"

7'
-8

" 
A

.F
.F

.

BACKER ROD &
SEALANT

PRECAST WALL BEYOND

PRE-MANUFACTURED
WALKWAY CANOPY

SEALANT AT CONNECTION, ALL SIDES

METAL STUDS TIED
TO STEEL FRAMING

7 3/8" 5 1/2" 9" (TYP.)

Roof
1045' - 4"

T.O. Elevator Roof Deck
1050' - 9 1/2"

A.3

1'
 -

 1
 3

/4
"

METAL LOUVER

STEEL ANGLE

PRECAST WALL

TERMINATION BAR

ROOFING MEMBRANE

CONTINUOUS CANT STRIP

PROTECTION BOARD

RIGID TAPERED
INSULATION - SLOPE
TO DRAIN

1-1/2" METAL ROOF
DECK

STEEL ANGLE

STEEL PLATE

METAL DRIP
EDGE

SLOPE 1/4"/FOOT

TO DRAIN

BACKER ROD &
SEALANT AT
LOUVER PERIMETER

Ground Level
999' - 6"

Top of Grade Beam
998' - 6"

T.O. CONC. FOOTING

ALUM. COLUMN, TYP.

HIGH STRENGTH NON-
SHRINK GROUT BY
CANOPY INSTALLER

3" 3"

CONC. SIDEWALK

ALUM. ANGLES W/ FASTENERS

SHIM PACK BY INSTALLER

1"
1'

 -
 2

"

GRADE
VARIES

NOTE: CANOPY FOOTING MUST
BE COORDINATED WITH
MANUFACTURER

8" O.D. PAINTED PIPE
BOLLARDS FILLED W/
CONCRETE.

10" SQUARE STEEL
PLATE, PAINTED,
BOLTED TO
CONCRETE, TYP.

10
"

E
Q

E
Q

10"

EQ EQ

Roof
1045' - 4"

GALVANIZED STEEL TUBE
W/ TIE OFF POINTS WELDED
TO STEEL ROOF DECK

GALVANIZED STEEL ANGLE
W/ TIE OFF POINTS TIED TO
ROOF STRUCTURE

PENETRATION FLASHING
SYSTEM.  COORD. W/
ROOFING MANUFACTURER.

GALVANIZED EYE BOLT

Level 2
1024' - 8"

2 1/2"

3'
 -

 6
"

2'
 -

 1
0"

6 
7/

8"

11"

Ground Level
999' - 6"

Top of Grade Beam
998' - 6"

A.3

BELOW GRADE
WATERPROOFING
SYSTEM

GROUT TO ALLOW
POSITIVE SLOPE

CLR.

2 1/4"1 1/2"

2'
 -

 1
0"

8"

3'
 -

 6
"

4"
4"

GALVANIZED 1-1/2"
O.D. GUARDRAIL

GALVANIZED 1-1/2"
O.D. POST (BEYOND)

GALVANIZED STEEL
ANGLE

METAL MESH

GALVANIZED 1-1/2"
O.D. HANDRAIL

CONNECT TO POST

STAIR RISER

GALVANIZED STEEL
ANGLE

PAINTED STEEL
STRINGER

POST (BEYOND)
WELDED TO STRINGRE

1 1/2"

GALVANIZED 1-1/2"
O.D. HANDRAIL

SECURELY CONNECT
TO WALL

2'
-1

0"
 A

.F
.F

.

VA Clarksburg
Parking Garage
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Details

AS302

 1 1/2" = 1'-0"AS302

1 Detail @ Stair Parapet

 1 1/2" = 1'-0"AS302

2 Precast to Stair Landing

 1" = 1'-0"AS302

4 Detail @ Stair Landing, Up Flight, Typical

 1 1/2" = 1'-0"AS302

5 Detail @ Elevator Parapet

 1 1/2" = 1'-0"AS302

6 Detail @ Overhang Parapet

 1 1/2" = 1'-0"AS302

3 Detail @ Stair B Roof to Precast

 3/4" = 1'-0"AS302

7 Double Tee to Spandrel Detail

 1" = 1'-0"AS302

9 Canopy Detail

 3/4" = 1'-0"AS302

8 Louver Section

NOTE: PAINT ALL STAIR STRINGERS AND
UNDERSIDE OF STAIRS, BOTH STAIRS.

 1 1/2" = 1'-0"AS302

10 Detail @ Canopy Footing

 1" = 1'-0"AS302

11 Typical Bollard Detail

 1 1/2" = 1'-0"AS302

12 Penetration Flashing System @ Tie Off

 1" = 1'-0"AS302

13 Detail @ Stair Landing Down Flight, Typical

 1/2" = 1'-0"AS302

14 Elevator Pit Waterproofing Detail

 3" = 1'-0"AS302

15 Detail @ Stair Handrail/Guardrail

 3" = 1'-0"AS302

16 Handrail Detail @ Wall

1
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